
Filter Shaker Installation

Clear Vue Cyclones 2023

Installing Your Filter Shaker Onto Your Filter Stack

Step 2:  Secure the filter flanges together using the 1/4x20” x 3/4” bolts and 1/4x20 
wingnuts.

Step 3:  Install the filter shaker onto the plate using the prewelded bolts, 1/4” washer, 1/4” 
lock washer, and 1” hex bolt.

Step 4:  Thread the COB floor mounts through the holes on the clean out box, and position 
your clean out box where you intend to leave it, bolt to floor (bolts not included).

Parts List
 1    (1x)  Filter Flange - Shaker Top

 2    (1x)  Filter Flange - Shaker Bottom

 3    (1x)  Filter Shaker

 4    (4x)  1/4” washer

 5    (4x)  1/4“ lock washer

 6    (4x)  1 hex bolt

 7    (3x)  1/4x20 wingnut

 8    (3x)  1/4x20 x 3/4” bolt 

 9    (8x)  1 1/4” drywall screws

10   (3x)  COB Floor Mount

Step 1:  Slide both the top and bottom filter 
flanges onto the filter stack and secure using 
the 1 1/4” drywall screws.

Step 5:  Seal the connection between the filter flanges 
with silicone around the edges (not between the flanges) 
this way you can use a utility knife to cut the bead and 
remove filters for yearly cleaning.

Step 6 (optional):  Filter shaker can be connected to a 
timer or wired for a switch.
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