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Model: CV1450 / CV1700 / CV1950
Dust Collection Bin: 20 Gallon
Blower Housing: 15” or 16” (same height)

Specification Sheet: CV1450 / CV1700 / CV1950
Measurements with a 20 Gallon Barrel

Collection Bin sold separately from system.
*The depth will vary based on the size and rotation of the Blower Housing.
**The minimum ceiling height with this variation is 96”. 

Rotation Options:

Filter stack and cyclone body
can be rotated to any position in 
this 180º area.
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Model: CV1450 / CV1700 / CV1950
Dust Collection Bin: 30 Gallon
Blower Housing: 15” or 16” (same height)

Specification Sheet: CV1450 / CV1700 / CV1950
Measurements with a 30 Gallon Barrel

Collection Bin sold separately from system.
*The depth will vary based on the size and rotation of the Blower Housing.
**The minimum ceiling height with this variation is 102.5”. 
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Rotation Options:

Filter stack and cyclone body
can be rotated to any position in 
this 180º area.
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Model: CV1450 / CV1700 / 1950
Dust Collection Bin: 40 Gallon
Blower Housing: 15” or 16” (same height)

Specification Sheet: CV1450 / CV1700 / CV1950
Measurements with a 40 Gallon Barrel

Collection Bin sold separately from system.
*The depth will vary based on the size and rotation of the Blower Housing.
**The minimum ceiling height with this variation is 98”. 
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Rotation Options:

Filter stack and cyclone body
can be rotated to any position in 
this 180º area.
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Model: CV1450 / CV1700 / CV1950
Dust Collection Bin: 55 Gallon
Blower Housing: 15” or 16” (same height)

Specification Sheet: CV1450 / CV1700 / CV1950
Measurements with a 55 Gallon Barrel

Collection Bin sold separately from system.
*The depth will vary based on the size and rotation of the Blower Housing.
**The minimum ceiling height with this variation is 107.5”. 

Rotation Options:

Filter stack and cyclone body
can be rotated to any position in 
this 180º area.
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